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MNT-W-1 mount flush mounted to a square pole. 

 
 
A device intended for Automatic 
License Plate Recognition cameras 
must provide a means to position 
those cameras with consideration for 
image rotation in relation to the target. 
 
Missing from standard CCTV camera mounts 
is the ability to adjust the clockwise/counter-
clockwise rotation of the camera in order to 
level the license plate within the field-of-view. 
The INEX/ZAMIR mount, developed by field 
engineers experienced with the difficulties 
encountered with inadequate ALPR camera 
mounting solutions, has a unique ball-and 
socket arrangement providing very precise 
pan, tilt and rotation adjustment via a single 
locking mechanism.  The INEX/ZAMIR family 
of mounts comes in several configurations 
which can be affixed to walls, to vertical poles 
or to horizontal arms. Constructed from 
coated marine aluminum and industrial 
rubber compounds, INEX/ZAMIR mounts will 
provide a stable camera platform for many 
years in all weather conditions 
 
Features 
 

·  Simplified adjustment for Pan, Tilt and 
Rotation angles 

·  Easy installation and camera 
positioning 

·  Mil-Spec locking mechanism prevents 
camera movement 

·  Corrosion resistant 

·  Available in a variety of mounting 
configurations 
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 Wall or Surface Mount 
MNT-W-1 
 
For mounting to flat poles or vertical surfaces. 

 

     
 Gantry Mount 

MNT-G-1 
 
 
For 1.5” to 4” Mast Arms 
 
Affix by clamps, U-bolts 
or through-hole bolt 
 

 Gantry Mount 
MNT-G-2 

 
 
For 4” to 12” mast arms 
 
Supplied with 48” long 
stainless steel wire 
 

 

     
 Under hanging Gantry Mount Adapter 

MNT-GMA-1 
 
Use with any Gantry 
Mount 

 Pole Mount Adapter 
MNT-PMA-1 

 
For 2.5” to 6” pole 
diameters. 
 
Use with Wall Mount 
 

 

 


